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Cipher UDD (Ultra DigiDrive)
Model: CUDDU64 , CUDDU128 , CUDD9U64 , CUDD9U128

 

• Interface: USB 2.0 or SATA
• Type of slot: I/II PCMCIA Card socket
• Supported OS
• USB 2.0 /1.1: Windows 98SE, 2000, Me, XP, 2003 server, Linux Kernel 2.4 and above, 
  Mac OS X and above, Solaris 9 or above.
• Serial ATA: DOS, Windows 98SE, Me, 2000, XP, 2003 server, Mac OS X and above, 
  Linux Kernel 2.4 and above, Solaris 9 and above
• Number of slots: one
• Supported media:
• ATA Flash, PCMCIA hard drive
• CF-I, CF-II and MD using Addonics optional CF DigiAdapter (ADCFPCMCIA)
• SD, SM, MS, MMC using Addonics optional Cipher UDD 4-in-1 DigiAdapter ( 
  DCUDD4IN1)
• note: Ultra CF or Flash media with multi-mode DMA are not supported at this time
• Maximum data transfer rate: (varies depending on computer hardware and type of media)
• 480 Mbits/sec (60 MB/sec) with USB 2.0
• 12 Mbits/sec with USB 1.1
• 1500 Mbits/sec (150 MB/sec) with eSATA
• Dimensions: 4.63 in (W) x 5.4 in (D) x .95in (H)
• Power: Direct from USB or using Optional AC/DC power adapter
• Weight: 8 oz (approx.) without cable
• Storage Temperature: -20 °C to + 60 °C
• Storage Humidity: 5 - 90%
• Warranty: one year
* maximum data transfer rate depends on type of media. Due to large number of flash memory 
types and suppliers, actual data transfer rate may also vary from brand to brand.

System Requirements
• Pentium 200 Mhz or faster
• Minimum RAM 32 MB
• Minimum free hard disk space 10 
  MB
• One free USB 2.0, USB 1.1, or 
  eSATA port
• One of the following Operating 
  Systems: Windows 98SE, 2000,  
  Me, XP, 2003 server, Linux Kernel 
  2.4 and above, Mac OS X and
  above, Solaris 9 or above.


