










SPECIFICATIONS
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Model: MST5HMXA,MST5HPMES,MST5X1PM,
MST4IDEU2,MST4ML,MST4ESA,NASMT4IU

Mini Storage Tower

Drive Bays 4 standard 3.5" drive bays  

Connectors on back 
panel 

• MST4SR5HM, MST4SR5HM -B - eSATA and USB type B connectors 
• MST4ESA, MST4ESA -B- 4 eSATA connectors 
• MST5X1PM,  MST5X1PM -B- 1 eSATA connector 
• MST5HPMES,  MST5HPMES -B- 1 eSATA connector 
• MST4ML,  MST4ML - 1 MultiLane 4X connector 
• MST4IDEU2, MST4IDEU2  - 1 USB 2.0 type B connector 
• MSTMPC, MSTMPC -B - no back panel 

Supported Operating 
Systems 

Supported Operating Systems depend on type of interface or back panel used.  
• USB 2.0/1.1 - Windows 98SE, Me, 2000, XP, 2003, Linux kernel 2.4 and higher, 

Solaris 9.0 and higher, Mac OS 10 
• SATA/eSATA - DOS, Windows NT/SP6, 98SE, Me, 2000, XP, 2003, Linux kernel 2.4 

and higher, Mac OS 10 
• Multilane - Windows 98SE, Me, NT 4.0, 2000, XP, 2003 and Linux, Mac OS 10.4.x 

with G4 or G5 

Number of LED lights:  5 

Power Supply: 150 Watts 110/220V input  

Cooling fan 1 

Weight:  4.9 lb (2.22 kg) (78.4oz) 

Size: 5.25 x 10.4 x 7.25 inch (133.35 x 264.16 x 184.15 mm) (W x D x H) 

Operating Humidity:  10% - 90% 

Operating 
Temperature:  

5°C - 60 °C 

Warranty:  One Year  
 

For power and drive access (access LED for model with Port Multiplier and JBOD USB back panels only)

System Requirements
• PC/AT or Compatible System
• One of the following IO ports: USB 2.0/1.1, Multilane, 

eSATA or SATA port.
• Pentium II 350 MHz or Greater
• Minimum 64 MB RAM


