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SPECIFICATIONS

* Great for variety of storage
applications - external RAID
storage, Video storage, Server
storage

» Sturdy and attractive black
metal frame construction with
carrying handle

» Compact size - 8.19x 12.94 x 8
inch (W x D x H)

» Support any SATA I/ 11/ 1l hard
drive

« Stylish clear acrylic exterior

* Light weight and sturdy
aluminum construction

* Ventilated side panels for
efficient air flow

* Ball bearing high CFM low
noise cooling fans

* 220W 110/220 power supply

 LED indicators for each storage
device, RAID status, host
connection and power

www.addonics.com

RAID Tower IV

Model: RTIV35M2SU3

RTIV35M2SU3 | RTIV435DCSR5 | RTIV435SMR5 RTIV535HEU3
Maximum number of drives installable
3.5" SATA | 3 4 4 5
\ Yes (with
2.5" SATAorSSD | 2 optional bracket) N/A N/A
Yes (with
" optional IDE
3.5"IDE [ N/A aliive CrEleRuG: N/A N/A
model: DICSB)
Yes (with
optionallDE
" drive enclosure,
2.5"IDE | N/A model: DICSB N/A N/A
and 2.5"
connector kit)
Connection to System
Via any eSATA port | Yes Yes Yes Yes
Via USB 2.0 port | Yes Yes Yes Yes
Yes (with Yes (with
optional optional
) USB 3.0 - USB 3.0 -
Via USB 3.0 port | Yes oSATAD adapter | eSATAD Yes
(model - adapter (model
ADU3ESA ) - ADU3ESA )
Via any PM-
compatible | Yes Yes Yes Yes
eSATA port
Supported type of RAID
RAID 1, RAID O | Yes Yes Yes Yes
RAID 10 | Yes Yes Yes Yes
BIG (SPAN) | Yes Yes Yes Yes
R OVer' | ves Yes Yes Yes
4 drives
RAID 5 | Yes Yes Yes Yes
RAID 5+S | Yes Yes Yes Yes
Clone mode | Yes Yes Yes Yes
Yes (when Yes (when
connected to connected to
JBOD | eSATA port of a N/A N/A eSATA port of a
(individual drive) | PM compatible PM compatible
controller or controller or
USB port) USB port)
via computer via computer
software or via onboard via onboard software or
DT onboard rotary switch rotary switch onboard
jumpers jumpers
Inteqra_ted Port AD5HPMREU AD4SR5HPMU- | AD4SR5HPMU- AD5HPMREU
Multiplier — E E
RAID setup software | available for N/A N/A available for
utility support Windows OS Windows OS
via Windows via Windows
RAID Diagnostics software or LED | via LED lights via LED lights software or LED
lights lights
Drive installation
direct drive insertion | 5 drives N/A 4 drives 2 drive
via removable drive N/A N/A N/A 3 drives
drawer
via removable drive N/A 4 drives N/A N/A
enclosure
Hot Swappable
Drives Yes Yes Yes Yes
(O] oS (O]
SR e Independent O Ll fernglsnl Independent Independent
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